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SAP MATERIAL No.: 0175531

SHORT DESCRIPTION: SHROUD,STRAIGHT 95-300 3 COR

E D8011

TECH. DESCRIPTION:

STRAIGHT SHROUDS * CONSISTING OF 3 SHROUDS = EACH *
FOR USE ON 11kV AND 22kV SYSTEMS * 200mm LONG *

FOR INSULATION OF 95-300 SQ. CABLE CONNECTION ONTO
COPPER BUSBAR OF DIMENSIONS 40x10mm TO 50x16.0mm *
ESKOM DRAWING No. D-DT-8011 *

SAP MATERIAL No.: 0184237

SHORT DESCRIPTION:

SHROUD,STRAIGHT 630 1 CORE D8011

TECH. DESCRIPTION:

STRAIGHT SHROUDS * CONSISTING OF 3 SHROUDS = EACH *
FOR USE ON 11kV AND 22kV SYSTEMS * 200mm LONG *

FOR INSULATION OF 630mm SQ. CABLE CONNECTION ONTO
COPPER BUSBAR OF DIMENSIONS 50x16mm TO 100x13.0mm *
ESKOM DRAWING No. D-DT-8011 *

ITEM - SHROUD,STRAIGHT

MATERIAL SPECIFICATION -

CORROSION SPECIFICATION -

STANDARD SPECIFICATION - NRS 053

ESKOM SPECIFICATION - 34-1622

TEST & CERTIFICATION REQUIREMENTS -

INSPECTION | Yes | No | ESKOM RELEASENOTE| Yes | No
IDENTIFICATION:- INDELIBLE MANUFACTURES TRADEMARK & PART No. ON ALL ITEMS
4 ESKOM AND STANDARDS SPECIFICATIONS CHANGED N.M. R. KELLY R. KELLY 29.01.2008
3 LOGO CHANGED AS PER NEW CORPORATE ID PBM P.AV. P.A\V. 12.11.04
2 REMOVED DUPLICATION OF NOTES ON DRAWING P.AV. G.WHYTE A. BEKKER 20.05.02
THAT IS MENTIONED IN THE STANDARD
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