
 
 

SPEC SHEET 
 
 

SAP MATERIAL No.: 0251695 
SHORT DESCRIPTION: TAPE, BUSBAR INSULATION 25mm WD H/S D2811 
TECH. DESCRIPTION: 
HEAT SHRINK BUSBAR INSULATION TAPE * 
SUITABLE FOR APPLICATION TO BUSBARS AND BUSBAR CONNECTIONS * 
DIELECTRIC STRENGTH SUITABLE FOR MEDIUM VOLTAGE APPLICATION 
IN AIR-FILLED ENCLOSURES *  
INNER SURFACE TO HAVE HOT-MELT ADHESIVE APPLIED * 
MINIMUM TAPE THICKNESS AFTER SHRINKING: 2mm * 
TAPE WIDTH: 25mm * 
SUPPLIED IN 5m ROLLS * 
SUPPLIED IN HERMETICALLY SEALED PLASTIC PACKAGING * 
INSTALLATION INSTRUCTION TO BE INCLUDED WITH EACH ROLL OF TAPE * 
PACKAGING TO BE CLEARLY MARKED WITH PRODUCT DESCRIPTION AND ESKOM SAP NUMBER * 
UMC: EA (1 EA = 5 m) 
ESKOM DRAWING No. D-DT-2811 * 
 
SAP MATERIAL No.: 0251696 
SHORT DESCRIPTION: TAPE, BUSBAR INSULATION 50mm WD H/S D2811 
TECH. DESCRIPTION: 
HEAT SHRINK BUSBAR INSULATION TAPE * 
SUITABLE FOR APPLICATION TO BUSBARS AND BUSBAR CONNECTIONS * 
DIELECTRIC STRENGTH SUITABLE FOR MEDIUM VOLTAGE APPLICATION  
IN AIR-FILLED ENCLOSURES *  
INNER SURFACE TO HAVE HOT-MELT ADHESIVE APPLIED * 
MINIMUM TAPE THICKNESS AFTER SHRINKING: 2mm * 
TAPE WIDTH: 50mm * 
SUPPLIED IN 5m ROLLS * 
SUPPLIED IN HERMETICALLY SEALED PLASTIC PACKAGING * 
INSTALLATION INSTRUCTION TO BE INCLUDED WITH EACH ROLL OF TAPE * 
PACKAGING TO BE CLEARLY MARKED WITH PRODUCT DESCRIPTION AND ESKOM SAP NUMBER * 
UMC: EA (1 EA = 5 m) 
ESKOM DRAWING No. D-DT-2811 * 

 

 

ITEM  :- HEAT SHRINK BUSBAR INSULATION TAPE 
MATERIAL SPECIFICATION  :-  
CORROSION SPECIFICATION  :-  
STANDARD SPECIFICATION  :- NRS 053 
ESKOM SPECIFICATION  :-  
TEST & CERTIFICATION REQUIREMENTS :- NRS 053 
INSPECTION Yes No ESKOM RELEASE NOTE Yes No 
IDENTIFICATION:- INDELIBLE MANUFACTURES TRADEMARK & PART No. ON ALL ITEMS 
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SAP MATERIAL No.: 0168154 
SHORT DESCRIPTION: SHROUD,RIGHT-ANGLE 95-300 3 CORE D2811 
TECH. DESCRIPTION: 
RIGHT ANGLE SHROUDS * CONSISTING OF 3 HEAT-SHRINK ANTI-TRACK,  
EROSION AND UV-RESISTANT SHROUDS * 
FOR USE ON 11kV AND 22kV SYSTEMS *  
FOR INSULATION OF 95-300 SQ. CABLE RIGHT ANGLE CONNECTION ONTO  
NON-STANDARD BUSHING TYPES * 
PRE-EXPANDED DIAMETER OF BOOT TO FIT OVER BUSHING TO BE >= 100 mm * 
SHROUDS TO HAVE HOT-MELT SEALANT (COATING) APPLIED TO THE INTERIOR TO PROVIDE WATER 
TIGHT AND ENVIRONMENTAL SEAL * 
SUPPLIED WITH MASTIC FILLER TAPE : 3 x 100mm AND 6 x 200mm LENGTHS * 
INSTALLATION INSTRUCTION TO BE INCLUDED WITH EACH KIT * 
PACKAGING TO BE CLEARLY MARKED WITH PRODUCT DESCRIPTION AND ESKOM SAP NUMBER * 
UMC: EA (1 EA = 3 SHROUDS) * 
ESKOM DRAWING No. D-DT-2811 * 
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