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ANGLE FRAME 1.4 THE SURFACE PREPARATION AND CORROSION PROTECTION OF THE
=68 ANCHORS. WELDED STRUCTURAL STEEL MEMBERS SHALL BE AS FOLLOWS:
TO ANGLE FRAME 25X 25xEmm 1.4.1.BY MANUFACTURER PRIOR TO DISPATCH TO THE WORKS
B ANGLE FRAME (a) DESIGN, FABRICATION AND INSPECTION SHALL COMPLY WITH THE
RECOMMENDATIONS OF SANS 121:2000. NOTE THE APPENDIX
W, W, DEALING WITH THE EFFECT OF CHEMICAL COMPOSITION OF STEEL.
(b) AFTER MANUFACTURE THE COMPLETE ASSEMBLY SHALL BE HEAVY
DUTY HOT-DIP GALVANISED IN ACCORDANCE WITH SANS 121:2000
TO A ZINC COAT THICKNESS OF NOT LESS THAN 105 MICRONS.
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b 450 b MISCIBLE SOLVENT BASED DEGREASER APPLIED IN ACCORDANCE
WITH THE MANUFACTURER'S INSTRUCTIONS, FOLLOWED BY WASHING
WITH CLEAN POTABLE WATER. IF THE SURFACE IS NOT "WATER BREAK
FREE", THE PROCESS SHALL BE REPEATED.
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