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NOTES

REBAR NOTES :

ALL WORK SHALL BE CARRIED OUT IN ACCORDANCE WITH
THE RELEVANT CLAUSES OF SECTION 6300 AND 6800 OF
THE STANDARD SPECIFICATIONS, THE PROJECT
SPECIFICATION, AND SHALL INCLUDE THE FOLLOWING:

1. THE REINFORCEMENT DETAILS SHOWN ON THIS DRAWING
    ARE FOR CONVENTIONAL REINFORCING STEEL BARS.

2. CONCRETE CLASS : D32/40-20

3. MINIMUM CONCRETE COVER TO REINFORCEMENT : 40mm
    SPECIAL ATTENTION SHALL BE GIVEN TO THE NUMBER AND
    POSITIONING OF THE COVER BLOCKS TO ENSURE THAT THE
    CONCRETE COVER IS MAINTAINED DURING CONCRETING.

4. FOR PARAPET UNITS WITH INSPECTION EYES THE
    LONGITUDINAL REINFORCEMENT INTERRUPTED BY
    THE OPENINGS MAY BE CUT TO SUIT. VERTICAL BARS
    FOWLING INSPECTION EYES TO BE MOVED. THE 40mm CONCRETE
    COVER SHALL BE MAINTAINED.

5. LAP LENGTH : 45 DIA.

6.ABBREVIATIONS:

      EF  = EACH FACE
      FF  = FAR FACE
      NF  = NEAR FACE
      AS  = AS SHOWN

7.ALLREINFORCEMENT TO BE HEAVY DUTY HOT-DIP GALVINISED IN
   ACCORDANCE WITH SANS 121:2000 TO A ZINC COAT THICKNESS
   OF NOT LESS THAN 105 MICRONS.

8.ALL DOWLES TO BE SAWCUT.
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PARAPET CONCRETE AND REBAR DETAIL

 DITHOKENG RIVER BRIDGE B0270 AT km 15.606

R518 INTERSECTION(km 8.340) TO GROOTSANDSLOOT RIVER(km 24.280)

REHABILITATION OF NATIONAL ROUTE N11 SECTION 13 FROM
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