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SEE DETAIL A
POSITION OF GUARDRAIL

REFLECTIVE PLATES
(SPACING 7620 c/c)

SEE DETAIL B

NORMAL SPACING OF GUARDRAIL POSTSHALF - SPACING OF GUARDRAIL POSTS

1905 3810

TRAFFIC DIRECTION

TRAFFIC FACE OF GUARDRAIL (SEE
SECTION AT POST BOLT HOLES)
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TYPICAL GUARDRAIL SECTION
N.T.S DETAIL A: FRONT ELEVATION NORMAL

SPACING OF POSTS
N.T.S

ELEVATION OF GUARDRAILS
N.T.S

PLAN
N.T.S

TRAFFIC DIRECTION

DETAIL B: FRONT ELEVATION HALF SPACING OF
POSTS
N.T.S

SECTION THROUGH GUARDRAIL
N.T.S

194

3

44

3.25 NOMINAL MIN. FOR ALUMINUM
2.6 NOMINAL MIN. FOR STEEL

55°±5°

SPACING OF POSTS AND POTIONS OF REFLECTIVE PLATES
N.T.S

CREOSOTE TREATED SPACER BLOCK
SALIGNA (150X100X360)

SPECIFICATIONS:
1. BOLT: HIGH TENSILE STEEL 16Ø
2. WASHERS: 3 mm THICK
3. SPACER BLOCK: PINE OR GUM, PRESSURE IMPREGNATED IN ACCORDANCE WITH SANS 100005 WITH CREOSOTE WHICH

COMPLIES WITH SANS 5638 OR SANS 539.
4. POSTS: 180Ø MIN - 230Ø MAX, SALIGNA (BLUEGUM), PRESSURE IMPREGNATED IN ACCORDANCE WITH SANS 100005 WITH

CREOSOTE WHICH COMPLIES WITH SANS 538 OR SANS 539.
5. GALVANISING: GUARDRAILS  (SANS 121/ISO 1461): TYPE A1 ARTICLES. BOLTS AND WASHERS (SANS 121/ISO 1461) TYPE C1

ARTICLES.
6. TIMBER POSTS: POST COMPLY WITH REQUIREMENTS OF SANS 457 AND SHALL CARRY THE SANS MARK.
7. REFLECTIVE PLATES: THE OUTER SURFACES SHALL BE COATED WITH ENGINEERING GRADE RETRO-REFLECTIVE

MATERIAL WHICH COMPLIES WITH THE PROVISIONS OF CKS 191 IN THE COLOURS SHOWN ON DRAWING TP2113-T-112.
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THE CONSTRUCTION OF PAVEMENT AND SETTLEMENT REPAIRS ON NATIONAL
ROUTE 2, SECTION 30 FROM BUSHVELD RETREAT FARM (km47.0) TO HLUHLUWE

INTERCHANGE (km 55.0)

N.002-300-2020/1

GUARDRAILS
GUARDRAIL ELEMENT AND MOUNTING DETAILS
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SECTION 30

km 47.0 km 55.0
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