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NOTES FOR METHOD 2:

THE TECHNIQUE AND REQUIREMENTS LAID DOWN IN METHOD 1
SHALL APPLY WITH THE FOLLOWING EXCEPTIONS:
1. NO SMALL STONES SHALL BE USED TO FILL THE SPACES
BETWEEN THE LARGER STONES.
2. TOPSOIL SHALL BE INTRODUCED BETWEEN INDIVIDUAL
STONES SIMULTANEOUSLY WITH PLACING OF STONES.
3. ROOTED GRASS OR GRASS TUFTS SHALL THEN BE PLACED
IN THE TOPSOIL.

TOPSOIL TO BE PLACED BETWEEN STONES
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STONES MUST BE BRUSHED SO THAT S STONES MUST BE BRUSHED SO THAT
/ THEIR TOP SURFACES ARE EXPOSED VA THEIR TOP SURFACES ARE EXPOSED
@ NOTES FOR GROUTED STONE PITCHING:
S THE TECHNIQUE AND REQUIREMENTS LAID DOWN IN METHOD 1 SHALL APPLY WITH THE
{ Oo o) FOLLOWING EXCEPTION:
\ S MORTAR M%ITE-II-\'/?II;NT 3 SAND) 1. THE SPACES BETWEEN THE STONES SHALL BE FILLED WITH MORTAR.
(1 CEMENT:3 SAND) :
STONES
75 mm CLASS C16/20-14
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GROUTED STONE PITCHING ON A CONCRETE BED
GROUTED STONE PITCHING NT.S
N.T.S
FOR TENDER
(FOR TENDER PURPOSES ONLY)
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