150x100x2 GALVANISED STEEL OR

ALUMINIUM PLATE (SEE NOTE 9 ON

SHEET 1 OF 3 SHEETS)

R6 @ 140 c/c IN BOTH DIRECTIONS
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600 x 600 x 100 CONCRETE COVER CLASS 20/25-20)
WITH 6 mm DIA GALVANISED STEEL HANDLE
(ALTERNATIVELY CAST IRON A.B.C. CLEANING

SUBSOIL DRAINAGE

EYE MAY BE USED)

IMPERMEABLE BACKFILL MATERIAL

PIPES AS DIRECTED

BY THE ENGINEER
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CLEANING EYE IN SUBSOIL DRAIN

N.T.S

PERFORATIONS

FLOW-CHANNEL

(8 SECTORS OF 45°) WITH PERFORATIONS IN 6 OF THE 8 AS
INDICATED. POSITION OF PERFORATIONS (HDPE - PIPES)
(5¢) (CAN BE USED FOR BOTH POLYETHYLENE LININGS OR
SYNTHETIC FIBRE FILTER FABRIC)

PERFORATIONS MUST LIE IN
THIS AREA

100°0

PERFORATIONS ON TOP (5a) (when
used with polyethylene lining)

PERFORATIONS ON

100°0" BOTTOM (5b)

POSITION OF PERFORATIONS IN SUBSOIL DRAINAGE PIPES

FINISHED ROAD LEVEL OR GROUND LEVEL

HIGH TENSILE WIRE
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SEE NOTE 10 ON SHEET 1 OF 3
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