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STANDARDS AND DROPPERS o
STRAINING POST DETAIL FENCE DETAIL AT GATE NTS 5
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4 STRANDS 4 mm GALVANISED WIRE ,
DOUBLED AND TWISTED
TO TAKE STRAIN OR @
) 7;? 2.5 mm @ MILD STEEL
N FULLY GALVANISED
AA AN AAA 7 4 COMPLETE
N.T.S N.T.S N.T.S YTy " ) TWISTS
/ / / 2 COMPLETE TWISTS %
’ y AROUND POST , by - yon :
4 STRANDS DOUBLED 4mm 6 COMPLETE / Y / e
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\ STRAINING POSTS STANDARDS AND DROPPERS
FASTENING OF BARBED WIRE TO DROPPERS, STANDARDS AND _
NOTES:
POSTS 1. STRAINING POSTS: T o
NT.S 2100 X 125 mm, NOTCHED AND ANCHORED IN CONCRETE. P
. 2. ALL TIMBER POSTSM STANDARDS AND DROPPERS SHALL COMPLY WITH SANS 457-3 S
AND SHALL BE TREATED IN ACCORDANCE WITH SANS 10005 WITH CREOSOTE THAT T
DETAIL 'B' COMPLIES WITH SANS 538 OR SANS 539. E
N.T.S 3. STANDARDS: =
. 2000 X 100mm @, NOTCHED AND SET IN WELL COMPACTED BACKFILL. S
4. DROPPERS: >
1400 X 136 mm Q. o
5. CROSS BRACE SUPPORT: g
100 mm @ &)
TIMBER POST S B |
6. GOVERNMENT PATTERN FARM GATE:
\—;\]\—— TOP OF CONCRETE TO MANUFACTURED FROM 42.9@ X 2.6mm STEEL TUBING WITH HINGES, WASHERS, BOLTS
>/ / BE TROWEL FINISHED AND LOCKING CHAIN ATTACHED TO GATE (COMPLYING WITH CKS 146). ALL FULLY
GROUND LEVEL GALVANIZED (SANS 121/ 1SO 1461).
ROAD v . 39 7. BARBED WIRE:
T T T et 1 3.2 X 2.5 mm OVAL HIGH TENSILE GRADE SINGLE STRAND (SANS 675), FULLY
, o GALVANISED.
ot 5 8. SMOOTH WIRE:
e > 3.0 mm @ HIGH TENSILE GRADE (SANS 675) FULLY GALVANIZED.
Y O Q Y O O 400 x 400 x 600 o ' 8 9. TYING WIRE:
NEW MATERIAL TO BE USED ONLY WHEN CONCRETE FOOTING > > © 2.5 mm @ MILD STEEL (SANS 675), FULLY GALVANIZED FOR TYING TO STANDARDS AND
NEW STRAINING POST < |
NEXT TO ROAD FENCE EXISTING MATERIAL IS UNSUITABLE. | ,> DROPPERS.
NUMBER OF STRANDS IS AS PER EXISTING o | 10. STRAINING WIRE:
FENCE S ‘ 4 mm @ MILD STEEL (SANS 675), FULLY GALVANIZED (4 STRANDS, DOUBLED AND
' S TWISTED TO TAKE STRAIN).
: o 11. BOLTS FOR STAYS: NONE
‘ 12. MAXIMUM SPACING OF: S
400 STRAINING POSTS 180 mclc =
EXISTING FENCE — 400 x 400 x 150 SELECTED STANDARDS 15 mclc =
MATERIAL WELL COMPACTED DROPPERS 3mclc -
13. ALL WIRES TO BE ERECTED ON THE ROAD SIDE OF THE FENCE UNLESS OTHERWISE &
INSTRUCTED. r
EXISTING STRAINING POST 14. MINIMUM CONCRETE STRENGTH OF FOOTINGS 20 MPa AT 28 DAYS. )
DETAILS OF POST FOOTINGS - DETAIL 'X' .
FENCING IN RELATION TO ROAD AND REPAIR OF EXISTING FENCE IN 400 X 400 X 600 =
o
CUT BY ROAD RESERVE NT.S
N.T.S .
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