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TYPICAL REINFORCING DETAILS

1. TRAFFIC SIGNS SHALL COMPLY WITH THE REQUIREMENTS OF THE SOUTH AFRICAN
ROAD TRAFFIC SIGNS MANUAL -ROAD WORKS SIGNING:  CHAPTER 13.

2. ALL TRAFFIC ACCOMMODATION SHALL COMPLY WITH THE LATEST COTO STANDARDS:
CHAPTER 1.5 TRAFFIC ACCOMMODATION.

3. WHEREVER POSSIBLE SIGNS MUST BE MOUNTED ON POLES PLACED FIRMLY IN THE
GROUND.

4. WHEN THIS IS NOT POSSIBLE, TRADITIONAL METHOD OF MOUNTING  USING STANDS MAY
BE USED PROVIDED THESE DO NOT IMPINGE UPON THE TRAFFIC RUNNING WAY.

5. THE CONTRACTOR WILL BE RESPONSIBLE FOR DETERMINING WHICH SIGNS WILL BE
MOUNTED ON POLES AND WHICH WILL BE MOUNTED IN STANDS SUBJECT TO THE
AGREEMENT OF THE ENGINEER.

6. SANDBAGS WILL BE REQUIRED FOR BALLASTING SIGN STANDS (ALL     DELINEATOR
SIGNS WILL BE STAND MOUNTED).

7. 1200mm SIGNS CAN BE MOUNTED ON SINGLE POLES WHEN POLES ARE PLACED IN THE
GROUND.

NOTE : (MOUNTING AND REINFORCING DETAILS)
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TEMPORARY ROAD TRAFFIC MANAGEMENT: GENERAL DETAILS
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