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1. TRAFFIC SIGNS SHALL COMPLY WITH THE
REQUIREMENTS OF THE SOUTH AFRICAN ROAD
TRAFFIC SIGNS MANUAL (SARTSM) - ROAD WORKS
SIGNING:  CHAPTER 13.

2. ALL TRAFFIC ACCOMMODATION SHALL COMPLY WITH
THE LATEST COTO STANDARDS: CHAPTER 1.5 TRAFFIC
ACCOMMODATION.

3. SIGN SIZES:
1500 mm SIDES.

          1200 mm DIAMETER.
4. THESE SIGNS SHALL BE ERECTED ON BOTH SIDES OF

THE ROAD IF INSTRUCTED BY THE ENGINEER.
5. OPTIONAL SIGNS - AVERAGE WAIT TIME TO BE

ADJUSTED TO SUIT SITE CONDITIONS.
6. MAXIMUM LENGTH OF SECTION THAT MAY BE CLOSED

FOR REHABILITATION - 3 x 4 km WITH AT LEAST 4 km
GAP BETWEEN WORK AREAS.

7. MAXIMUM NUMBER OF WORK AREAS - 3
8. WHERE POSSIBLE, POLE MOUNTING OF SIGNS

PREFERABLE  1.5 m OFF SHOULDER BREAKPOINT.
9. TRANSITION AREA : 10 m c/c
10. STABILIZING AREA : 10 m c/c FOR THE FIRST 50 m, THEN

30 m c/c ON STRAIGHT.
11. WORK AREA : 30 m c/c
12. TERMINATION AREA : 10 m c/c

NOTES:
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* APPROPRIATE SPEED LIMITS1

THE MAXIMUM SPEED LIMIT SHALL BE CONSISTENT WITH
THE PREVAILING CONDITIONS ON SITE IN TERMS OF ROAD
SAFETY REQUIREMENTS AND MAY BE INCREASED/
DECREASED ON INSTRUCTION FROM THE ENGINEER.

*
1

TR201-60
1200Ø

R
EP

EA
T 

AT
 5

00
m

IN
TE

R
VA

LS

LANE LANESHOULDER SHOULDER

W
O

R
K 

AR
EA

 (S
EE

 N
O

TE
 5

)

AC
TI

VI
TY

 A
R

EA

 5
0 

m

SH
O

U
LD

ER

TW
40

1 
@

 1
0m

 c
/c

TW336
1500 (DIMENSION OF

ONE SIDE OF
TRIANGLE)

TIN11.4
1500 x 600

TY
PI

C
AL

 R
O

AD
 S

IG
N

 S
EQ

U
EN

C
E 

W
IT

H
 T

R
AF

FI
C

 S
IG

N
AL

S

R201-100
1200Ø

100 m

0 m

100 m

200 m

300 m

400 m

500 m

TR201-100
1200Ø

TW336
1500 (DIMENSION

OF ONE SIDE
OF TRIANGLE)

TIN11.3
1800 x 600

TR201-80
1200Ø

TIN11.3
1800 x 600

TW336-WA
1800 x 2400

AMBER FLASHING LIGHTS

600 m

700 m

900 m

1000 m

AD
VA

N
C

E 
W

AR
N

IN
G

 A
R

EA
 1

00
0m

FL
AG

M
EN

 M
U

ST
 B

E 
AB

LE
 T

O
 S

EE
 E

AC
H

O
TH

ER
 O

R
 B

E 
IS

SU
ED

 W
IT

H
 2

-W
AY

 R
AD

IO
S

(SEE NOTE 4)

TW301
1500 (DIMENSION OF ONE SIDE

OF TRIANGLE)

TIN11.3
1500 x 600

TR214
1200Ø

TGS107
1800 x 2400

TIN11.3
1800 x 600

ROVING
FLAGMAN
TO STAND

BEHIND
LAST VEHICLE
IN THE QUEUE

TR201-60
1200Ø

TR104
1200Ø

TW411
2400 x 400

20
0m

m
 W

H
IT

E
ST

O
P 

LI
N

E

AMBER FLASHING LIGHTS

TIN11.3
1800 x 600

TW336-WA
1800 x 2400

TW
40

2
25

0 
x 

10
00

(@
 3

0 
m

 c
/c

)

TW
40

1
25

0 
x 

10
00

(@
 3

0 
m

 c
/c

)

R
U

M
BL

E 
ST

R
IP

S
AS

 D
IR

EC
TE

D
 B

Y
EN

G
IN

EE
R

TR201-60
1200Ø

TR201-30
1200Ø

TR201-40
1200Ø4 AND

*
1

SHOULDERSHOULDER

W
O

R
K 

AR
EA

(S
EE

 N
O

TE
 5

)

AC
TI

VI
TY

 A
R

EA

10
0 

m

10
0 

m
TE

R
M

IN
AT

IO
N

AR
EA

LANE LANE

 6
0 

m
 - 

80
 m

ENG.
CONSULT.REVISION DATENo.

DRAWING TYPE
BRIDGE/STRUCTURE No.

CONSULTANT DRAWING No.
SHEET

DRAWING LOCATION DATA

PROJECT NUMBERACCEPTANCE

THIS ACCEPTANCE IS FOR PROCEDURAL AND
ADMINISTRATIVE REVIEW PURPOSES ONLY

AND DOES NOT ATTRACT LEGAL LIABILITY OR
LIABILITY OF ANY KIND FROM WHATSOEVER

CAUSE OR HOWEVER ARISING

ROUTE
SECTION

DRAWING km DISTANCE

START END

SCALE : SANRAL DOCUMENT #

Date                 :
Prof. Reg. No.  :
Name               :

DESIGNED BY

NAME

Prof. Reg. No.
CHECKED BY

VER

CONSULTANT APPROVAL

DRAWN BY
NAME

NAME

Prof. Reg. No.

Date                 :

Name               :

SANRAL PROJECT MANAGER

WORKS CONTRACT ENGINEER

CONSTRUCTION RECORD (AS-BUILT)

Date                 :
Prof. Reg. No.  :
Name               :

HEAD OFFICE

Val de Grace

Tel: (012) 844 8000

Pretoria 0001
South Africa

48 Tambotie Avenue

PO Box 415

Pretoria
0184

EASTERN REGION

Tel: (033) 392 8100

PO Box 100410

3209

58 Van Eck Place
Mkondeni

Pietermaritzburg

for the SA NATIONAL ROADS AGENCY SOC LTD.
Date:

PROJECT DESCRIPTION

DRAWING DESCRIPTION

Scottsville

3201

D
W

G
 PA

TH
: P:\TP2113_H

LU
H

LU
W

E\20 D
R

A
W

IN
G

S\04_VO
LU

M
E 4\01_W

O
R

K
IN

G
 D

W
G

\TP2113 -T- 050 TR
A

FFIC
 A

C
C

O
M

M
O

D
A

TIO
N

_R
EC

O
VER

.D
W

G

D
raw

ing N
o :-

9
m

0
m

1
m

3
m

2
m

1
m

6
m

5
m

4
m

8
m

7
m

1
1
m

1
0
m

1
4
m

1
3
m

1
2
m

O
R
I
G
I
N
A
L
 
S
C
A
L
E
 
 
 
:
 
1
 
:
 
1
0
0

OF

THE CONSTRUCTION OF PAVEMENT AND SETTLEMENT REPAIRS ON NATIONAL
ROUTE 2, SECTION 30 FROM BUSHVELD RETREAT FARM (km47.0) TO HLUHLUWE

INTERCHANGE (km 55.0)

N.002-300-2020/1

TRAFFIC ACCOMMODATION
 HIGH VOLUME APPROACH

TWO WAY TRAFFIC - LANE CLOSURE

N.002
SECTION 30

km 47.0 km 55.0
ROADWORKS: TRAFFIC ACC.

N/A

(FOR TENDER PURPOSES ONLY)

FOR TENDER
ACCOMMODATION OF TRAFFIC - HIGH VOLUME APPROACH

TWO WAY TRAFFIC - LANE CLOSURE
ACCOMMODATION OF TRAFFIC - HIGH VOLUME APPROACH

TWO WAY TRAFFIC - LANE CLOSURE

1 23/10/12 ORIGINAL
TP2113-T-051

1N. T. S 2 8

N.002
SECTION 30


	Sheets and Views
	TP2113 -T- 050 TRAFFIC ACCOMMODATION_recover-TP2113-T-051 TWO WAY - LANE CLOSURE


