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4.8 mm Ø CADMIUM PLATED
MILD STEEL BLIND RIVETS

3 mm CONTINUOUS
FILLET WELD

3 mm CONTINUOUS FILLET WELD

NOTES :
THE ROAD SIGN FACES SHALL BE MANUFACTURED AND ERECTED IN ACCORDANCE WITH THE
FOLLOWING REQUIREMENTS :

1. STRUCTURAL STEEL SECTIONS SHALL BE MILD STEEL CONFORMING TO THE REQUIREMENTS OF
SANS 1431, GRADE 300W. RECTANGULAR HOLLOW SECTION AND SPECIAL CHANNEL PROFILES MAY
BE COLD FORMED OF COMMERCIAL QUALITY MILD STEEL. ALL SECTIONS SHALL BE HOT-DIP
GALVANISED IN ACCORDANCE WITH THE REQUIREMENTS OF SANS 121 : 2000 (ISO 1461 : 1999).

2. TIMBER POLE SUPPORTS SHALL COMPLY WITH THE REQUIREMENTS SHOWN ON DRAWING
TP2113-T-120 & TP2113-T-121.

3. BOLTS, WASHERS AND NUTS SHALL COMPLY WITH THE REQUIREMENTS OF SANS 1700-5-1 AND
SHALL BE GALVANISED IN ACCORDANCE WITH THE REQUIREMENTS OF SANS 121 : 2000 (ISO 1461 :
1999).

4. BLIND RIVETS SHALL BE 4.8 mm DIA CADMIUM PLATED MILD STEEL.
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THE CONSTRUCTION OF PAVEMENT AND SETTLEMENT REPAIRS ON NATIONAL
ROUTE 2, SECTION 30 FROM BUSHVELD RETREAT FARM (km47.0) TO HLUHLUWE

INTERCHANGE (km 55.0)
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