
SURFACE PATCH TYPICAL SECTION

N.T.S

DETAIL D

NOTES:
1. EXISTING SURFACING TO BE REMOVED BY HAND OR MILLED OFF BY

MILLING MACHINE TO THE TOP OF THE EXISTING BASE LAYER OR 50mm
DEEP.

2. EDGES OF THE PATCH TO BE SAW CUT TO THE DEPTH OF THE EXISTING
SURFACING.

3. EXPOSED EXISTING BASE LAYER TO BE BROOMED.
4. BOND COAT TO BE APPLIED TO THE EXPOSED EXSTING BASE LAYER.
5. BOND COAT TO BE APPLIED TO THE SIDES AND EDGES OF THE

EXISTING SURFACING BEFORE FILLING THE SURFACE PATCH.
6. SURFACE PATCHED TO BE FILLED WITH 50 mm ASPHALT SURFACING.
6. THE ENTIRE ROAD PRISM SHALL RECEIVE A BOND COAT WITH A

OVERLAY OF 50 mm ASPHALT SURFACING (WITH ROLLED IN CHIPPINGS)
ABOVE THE EXISTING ROAD LEVEL (EXCEPT AT OVERHEAD
STRUCTURES).

20 m MAX (TAPER 1:40)

25m FROM C/L OF THE
OVERPASS STRUCTURE

TIE-IN AT OVERPASS STRUCTURES

N.T.S

TO BE APPLIED TO THE FOLLOWING STRUCTURES:
1. km 47.400- B1036 NCEMANE OVERPASS
2. km 51.290- B1038 UMBIZANE OVERPASS
3. km 54.980- B868 HLUHLUWE INTERCHANGE

EXISTING SURFACING

50 mm ASPHALT

MULTIPLE LAYERS ASPHALT
(SEMI-OPEN)

MILLING OUT OF
EXISTING SURFACING =

MILLING OUT TO A DEPTH
OF 50 mm AND REPLACE
WITH NEW 50 mm ASPHALT
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50 mm AC SURFACING
150 mm VARIABLE BASE (C3, BSM, GRANULAR)
350 mm IN-SITU PAVEMENT

ROAD RESERVE

NGL

NGL

300 mm

150 mm
40-50 mm

50 mm
ASPHALT SURFACING LAYER

TYPICAL DETAIL FOR  ABNORMAL RAMPS/ INTERCHANGE RAMPS

N.T.S

DETAIL E

300 mm

150 mm
40-50 mm

100 mm 100 mm

50 mm

NOTES:
1. EXISTING SURFACING SHALL BE MILLED/REMOVED TO A DEPTH OF 190

mm BELOW THE EXISTING SURFACING.
2. THE EXPOSED BASE LAYER SHALL BE COMPACTED TO 97% MDD AND

BROOM CLEAN.
3. THE EXISTING SURFACING SHALL BE SAW CUT BACK TO 100 mm ON ALL

SIDES OF THE PATCH.
4. A TACK COAT SHALL BE APPLIED.
5. HEREAFTER A BOND COAT SHALL BE APPLIED FOLLOWED BY A 50 mm

ASPHALT SURFACING LAYER.
6. THE ENTIRE ROAD PRISM SHALL RECEIVE A BOND COAT WITH A

OVERLAY OF 50 mm ASPHALT SURFACING ABOVE THE EXISTING ROAD
LEVEL.
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50 mm EXISTING SURFACING
150 mm VARIABLE BASE (C3, BSM, GRANULAR)
350 mm IN-SITU PAVEMENT

ROAD RESERVE

NGL

NGL

ASPHALT BASE LAYER
ASPHALT SURFACING LAYER2.4 - 2.6 m

EXISTING SHOULDER TO BE FILLED

EXISTING SHOULDER TO BE FILLED

NOTES:
1. ALL STRUCTURAL PAVEMENT REPAIR WORKS

SHALL BE COMPLETED BEFORE THE TIE-INS ARE
CONSTRUCTED.

2. THE FINAL SURFACING OVERLAY SHALL FOLLOW
THE CONSTRUCTION OF THE TIE-INS.
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THE CONSTRUCTION OF PAVEMENT AND SETTLEMENT REPAIRS ON NATIONAL
ROUTE 2, SECTION 30 FROM BUSHVELD RETREAT FARM (km47.0) TO HLUHLUWE

INTERCHANGE (km 55.0)
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