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6 . NOTES: 2
o 1. MATERIAL: s
B o 81 1.1.  REINFORCEMENT: SABS 920- LATEST VERSION. -
1 - =1 1 S4-Y10 1.2. CONCRETE (CAST INSITU): >
150/ 300 |150 _ | CLASS €25/30-20 1.21.  SIDE DRAINS AND TRANSITIONS - CLASS C25/30-20 )
500 CONCRETE 1.2.2. SIDE INLETS AND MANHOLES - CLASS C25/30-20 -
- - 1.2.3. ENERGY BREAKERS - CLASS C25/30-20 3
1.2.4. ANCHOR BLOCKS - CLASS C25/30-20
SECTION B-B 1.2.5. BENCHING - CLASS C16/20-14
N.T.S S1/¥Y10-50 | 2.  THE TYPE OF SURFACING FINISH IS INDICATED AT F1, F2 & U2.
" F- FORMED SURFACES
- U- UNFORMED SUFACES
\) 3. THE MINIMUM CONCRETE COVER TO MAINTAIN REINFORCEMENT IS 40 mm.
: |~ 4. ALL EXPOSED CORNERS MUST BE ROUNDED OFF TO A MINIMUM RADIUS OF 10mm OR BE CHAMFERED 25 mm X 25 mm.
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