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DETAIL 2: SIGN POSITIONING - HIGH FILL
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DETAIL 3: SIGN POSITIONING - LOW FILL/ SHALLOW CUT N.T.S
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MOUNTING DETAIL
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* WHERE THE FULL WIDTH OF THE VERGE
IS NOT MOWED (eg. IN FYNBOS) THE FOLLOWING SHALL APPLY TO THE POSITION
OF THE MARKER BOARD :
3.0 m FROM THE SHOULDER BREAKPOINT OR NOTES
5.0 m FROM THE EDGE OF SURFACING WITH GRAVEL SHOULDERS 1.  THE REFERENCE MARKER BOARD SHALL BE USED TO INDICATE THE PROGRESSIVE DISTANCE FROM THE BEGINNING OF EACH SECTION OF A
NATIONAL ROAD. MARKER BOARDS SHALL BE PROVIDED ON BOTH SIDES OF THE ROADWAY AT 200 METRE INERVALS FOR DUAL CARRIAGEWAY
ROADS, BUT ON ONE SIDE ONLY FOR SINGLE CARRIAGEWAY ROADS.
2. MARKER BOARDS SHALL BE MOUNTED ON 50 x 50 x 2 mm THICK SQUARE TUBING POST. THE POST MUST BE GALVANISED AFTER DRILLING OF HOLES
AND WLEDING ON BASE PLATE.
3. THE MARKER BOARDS SHALL BE PLACED WITH THE FACE AT 45° TO THE DIRECTION OF TRAVEL FOR DUAL CARRIAGEWAY ROADS AND PARALLEL
FOR SINGLE CARRIAGEWAY ROADS.
4. THE MARKER BOARD SHOULD BE LOCATED IN ONE OF THREE POSITIONS AS INDICATED BY DETAILS 1,2 AND 3, ACCORDING TO THE PROFILE OF THE
ROAD CROSS-SECTION.
5. THE ENGINEER SHALL ENSURE THAT ALL MARKER BOARDS HAVE BEEN PLACED IN ACCORDANCE WITH THESE DIRECTIVES BEFORE ACCEPTING
CONSTRUCTION OF WORKS AS COMPLETED.
(FOR TENDER PURPOSES ONLY)
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THE CONSTRUCTION OF PAVEMENT AND SETTLEMENT REPAIRS ON NATIONAL

ROUTE 2, SECTION 30 FROM BUSHVELD RETREAT FARM (km47.0) TO HLUHLUWE
INTERCHANGE (km 55.0)

DRAWING DESCRIPTION

ROAD SIGNS

REFERENCE MARKER BOARD

SHEET 2 OF 2

DRAWING LOCATION DATA START END
ROUTE N.002 N.002
SECTION SECTION 30 SECTION 30
DRAWING km DISTANCE km 47.0 km 55.0
DRAWING TYPE ROAD SIGNS

BRIDGE/STRUCTURE No.

N/A
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