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C JOINTL

50 CRS STAGGERED

4,8 mm CADMIUM PLATED MILD
STEEL BLIND RIVETS 8 mm LONG
AT 50 CRS STAGGERED

4,8 mm Ø BLIND
RIVETS

20 mm WIDE PVC TAPE "3M SCOTCHWRAP 50"
OR EQUIVALENT OVER REAR FACE OF JOINT.

60 mm WIDE SELF ADHESIVE ALUMINIUM BACKED STRIP
230 mm LONG "BOSTIK DIT-SIT" OR EQUIVALENT (TO BE
APPLIED TO FORM A WATERTIGHT SEAL).

FRONT FACE

R=2

R=2

R=2R=2 1 mm THICK GALVANIZED
STEEL SHEET PRECOATED
(SEE NOTES)

250 250

25 x 25 x 2,5 SQUARE TUBE GALVANIZED 500
mm LONG. SIGN PANELS TO BE ACCURATELY
ALIGNED AT JOINT PRIOR TO RIVET HOLES
BEING DRILLED. RIVETS ON ONE SIDE OF
JOINT TO BE INSTALLED ON SITE.

10 40

STANDARD
SIGN PROFILE

60 mm WIDE SELF ADHESIVE
ALUMINIUM BACKED STRIP 230
mm LONG "BOSTIK DIT-SIT" OR
EQUIVALENT (TO BE APPLIED TO
FORM A WATERTIGHT SEAL). 1 35 ± 0,5

25
 ±

 0
,5

REAR FACE

25
±0

,5

 35 ± 0,5

20
0-

40
0 

± 
1,

0

BOW TOLERANCE OF
FACE : ±O,5 mm

SEE DETAIL 1
60 mm WIDE SELF ADHESIVE ALUMINIUM BACKED
STRIP 230 mm LONG "BOSTIK DIT-SIT" OR EQUIVALENT
(TO BE APPLIED TO FORM A WATERTIGHT SEAL).

20 mm WIDE PVC TAPE "3 M SCOTCH WRAP 50"
OR EQUIVALENT OVER REAR FACE OF JOINT.

25 x 25 x 2,5 SQUARE TUBE GALVANIZED
500 mm LONG. SIGN PANELS TO BE
ACCURATELY ALIGNED AT JOINT PRIOR
TO RIVET HOLES BEING DRILLED. RIVETS
ON ONE SIDE OF JOINT TO BE INSTALLED
ON SITE.

SITE RIVET

1 mm THICK GALVANIZED STEEL SHEET
PRECOATED

20 mm WIDE PVC TAPE "3 M SCOTCH
WRAP 50" OR EQUIVALENT OVER REAR
FACE OF JOINT.

REAR ELEVATION
N.T.S

JOINT DETAIL (SIGN FACE > 6 m IN LENGTH)
N.T.S

SECTION A-A
N.T.S

STANDARD SIGN PROFILE
N.T.S

DETAIL 1
N.T.S

SITE RIVET

NOTES:
STANDARD SIGN PROFILE

1. THE STANDARD SIGN PROFILE SHALL BE MADE FROM 1mm THICK PREPAINTED GALVANISED MILD STELL
PLATES.

2. THE BACK FACE OF THE SIGN PROFILE SHALL BE GREY IN COLOUR G29 TO SANS 1091 OR SIMILAR.
3. THE PREPAINTED STEELL SHALL BE CUT TO LENGTH TO A TOLERANCE OF ±2 mm PRIOR TO PROFILING.
4. WHERE STANDARD SIGN PROFILES ARE TO BE FACE WITH RETRO-REFLECTIVE BACKGROUND MATERIAL, IT

SHALL BE APPLIED IN ADVANCE TO INDIVIDUAL SECTIONS BEFORE ASSEMBLY, WITH THE MATERIAL TAKEN
AROUND THE FACE EDGES OF EACH SECTION FOR AT LEAST 10 mm.

JOINT
1. THE JOINT SHALL BE ACCURATELY ALIGNED PRIOR TO DRILLING RIVET HOLES.
2. THE GAP BETWEEN THE ADJOINING HALVES OF THE SIGN SHALL AT NO POINT EXCEED 2 mm.
3. THE COMPLETED SECTION SHALL BE ASSEMBLED IN THE SHOP PRIOR TO DELIVERY TO SITE TO ENSURE

THAT ALL SECTIONS FIT TOGETHER PROPERLY AND THAT LEGENDS ARE PROPERLY SPACED AND ALIGNED.
4. ON SITE THE TWO SECTIONS SHALL AGAIN BE ALIGNED AND FASTENED TOGETHER BY MEANS OF RIVETS

PLACED IN THE PRE-DRILLED HOLES.
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THE CONSTRUCTION OF PAVEMENT AND SETTLEMENT REPAIRS ON NATIONAL
ROUTE 2, SECTION 30 FROM BUSHVELD RETREAT FARM (km47.0) TO HLUHLUWE

INTERCHANGE (km 55.0)

N.002-300-2020/1

ROAD SIGNS
DETAIL OF ROAD SIGN

SIGN FACE SHEET 2 OF 2

N.002
SECTION 30

km 47.0 km 55.0

ROAD SIGNS
N/A

N.T.S 4 10 1
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