
NOTE:
AN OFFSET OF 6 m OF THE FIRST BARRIER FROM THE EDGE OF THE
ROADWAY AND A TAPER RATE IN THE RANGE 1:6 (36 m) TO 1:10 (60 m).
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6 m OFFSET

MAY BE USED WITH BARRICADE IF NECESSARY. SHOULD BE
PLACED ABOVE AND BEHIND ANY DELINEATORS OF BARRIERS.
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TYPICAL MOVABLE CONCRETE BARRIER WITH
MINIMUM LENGTH OF 3 m PER UNIT.
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1. TRAFFIC SIGNS SHALL COMPLY WITH THE REQUIREMENTS OF THE SOUTH
AFRICAN ROAD TRAFFIC SIGNS MANUAL (SARTSM) - ROAD WORKS SIGNING:
CHAPTER 13.

2. ALL TRAFFIC ACCOMMODATION SHALL COMPLY WITH THE LATEST COTO
STANDARDS: CHAPTER 1.5 TRAFFIC ACCOMMODATION.

3. SIGN SIZES: 
1500 mm SIDES.

          1200 mm DIAMETER.
4. SPACING OF DELINEATORS:

TRANSITION AREA  : 10 m c/c
STABILIZING AREA  : 10 m c/c FOR THE FIRST 50m,

THEN 30 m c/c ON STRAIGHT.
 WORK AREA  :  30 m c/c
TERMINATION AREA  :  10 m c/c

5. THE MAXIMUM SPEED LIMIT SHALL BE CONSISTENT WITH THE PREVAILING
CONDITIONS ON SITE IN TERMS OF ROAD SAFETY REQUIREMENTS AND MAY
BE INCREASED/ DECREASED ON INSTRUCTION FROM THE ENGINEER.

NOTES:

YELLOW RETROREFELCTIVE PLATES
APPLIED AT JOINTS  IN PORTANLE
CONCRETE BARRIERS.

YELLOW RETROREFELCTIVE TEMPORARY
EDGELINE WITH ROAD STUDS

DIRECTION OF TRAVEL

50 mm

SAND END TREATMENT

TEMPORARY REFLECTIVE TAPE BARRIER LINE (YELLOW-100mm)

TEMPORARY REFLECTIVE TAPE BARRIER LINE (WHITE-100mm) TEMPORARY BARRIER
TEMPORARY BARRIER
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THE CONSTRUCTION OF PAVEMENT AND SETTLEMENT REPAIRS ON NATIONAL
ROUTE 2, SECTION 30 FROM BUSHVELD RETREAT FARM (km47.0) TO HLUHLUWE

INTERCHANGE (km 55.0)
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TRAFFIC ACCOMMODATION
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N.002
SECTION 30

km 47.0 km 55.0

ROADWORKS: TRAFFIC ACC.
N/A

(FOR TENDER PURPOSES ONLY)

FOR TENDER

1 23/10/12 ORIGINAL
TP2113-T-056

1N. T. S 6 8

N.002
SECTION 30


	Sheets and Views
	TP2113 -T- 050 TRAFFIC ACCOMMODATION_recover-TP2113-T-056 NEW JERSEY


