
SECTION B-B

SCALE 1:25

B

B

A

426,75

TYPE 8B WITH CONCRETE COVER.

600x600 ACCESS SHAFT IN 230mm BLOCK RENDERED

INTERNALLY WITH DOUBLE SEAL.

CAST IRON COVER AND FRAME TO SABS 558-65

OPENING

REINFORCED SLAB USING

Y10 BARS @ 150mm c/c BOTH

WAYS WITH 40mm COVER.

150mm THICK CONCRETE BASE SLAB

REINFORCED USING MESH REF NO 193

INSIDE AND OUTSIDE

WALL  PLASTERED

OUTLET

SCALE 1:25

PLAN (SEPTIC TANK)

SEWER PIPE

110 Ø uPVC

INLET

INSIDE AND OUTSIDE

WALL  PLASTERED

OPENING

150mm CONCRETE SLAB CLASS 20/19

N.G.L.

SECTION A-A

INSIDE AND OUTSIDE

WALL TO BE PLASTERED

WATER LEVEL

110Ø uPVC

INLET

TEE PIECE

110 Ø PVC

TEE PIECE

110 Ø PVC

WATER LEVEL

SCALE 1:25

EVERY 3rd LAYER

WITH BRICKFORCE

230mm BRICKWORK

EVERY 3rd LAYER

WITH BRICKFORCE

230mm BRICKWORK

PIPE TO BE MIN. OF 50mm

ABOVE WATER LEVEL

A

TOP

CHAMBER 2CHAMBER 1

CHAMBER 2
CHAMBER 1

N.G.L.

BACKFILL AND

COMPACTED

AROUND OUTSIDE OF TANK.

SOIL TO BACKFILLED AND AND THOROUGHLY 8.

BRICKFORCE EVERY THIRD LAYER.

AND CONSTRUCTED TO BE WATER PROOF.

4. ALL WALLS TO BE DOUBLE BRICKWORK, PLASTERED

ELEVATED TO PREVENT INFLOW OF STORMWATER.

EACH CHAMBER TO BE FITTED WITH A MANHOLE AND3.

INLET 1 TO BE 50mm HIGHER THAN LIQUID LEVEL.2.

BETWEEN CHAMBERS ALL TO BE Ø 110 PVC.

INLET-, OUTLET- AND CONNECTION PIPEWORK1.

GENERAL NOTES:
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150mm CLASS 20/19 CONCRETE SLAB

110 Ø PVC

OUTLET
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BACKFILL AND

COMPACTED

5.

CUT LENGTH = 650 mm

Y8 STARTER BARS

@ 300 c.t.c.

CUT LENGTH = 850 mm

Y8 STARTER BARS

@ 300 c.t.c.

SCALE 1:10

DETAIL OF STARTER BARS

ELEVATED

MANHOLE COVER

428,95

WATER LEVEL

AIR SPACE 225x75

OPENINGS

AIR SPACE

225x75 OPENINGS

FRENCH DRAIN 

FRENCH DRAIN 
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CONSTRUCTION 

AUG 2023

AUG 2023

SEPTIC TANK

TMT-LPDE-2019/20-LPCL5-04 TMT-LPDE-2019/20-LPCL5-04-002

& SANITATION INFRASTRUCTURE

CONSTRUCTION OF WATER

IN LIMPOPO

AT MODIPOANE SECONDARY SCHOOL

AUG 2023

AUG 2023

ALL WORK IS TO BE DONE IN ACCORDANCE WITH THE NATIONAL BUILDING REGULATIONS.

-ALL  MATERIALS AND WORKMANSHIP ARE TO COMPLY WITH THE RELEVANT S.A.B.S

CODES AND OR THE SPECIFIED INTERNATIONAL CODES WHERE APPLICABLE IN THE

ARCHITECTURAL SPECIFICATIONS, WHERE RELEVANT SOUTH AFRICAN NATIONAL STANDARDS,

'BRITISH STANDARDS, BS CODES OF PRACTICE, OR AGREMENT CERTIFICATES APPLICABLE TO THE DESIGN EXISTS,

THE RECOMMENDATIONS AND REQUIREMENTS OF SUCH DOCUMENTS TO BE CONSIDERED

A MINIMUM STANDARD FOR THE WORKS.

-THE CONTRACTOR SHALL IN ALL ASPECTS OF THE WORKS COMPLY WITH THE

PROVISIONS OF THE OCCUPATIONAL HEALTH AND SAFETY ACT. 1993 (ACT No 85 OF 1993)

AND ANY REGULATIONS PROMULGATED IN TERMS IF THAT ACT OR THE

FACTORIES MACHINERY AND BUILDING WORKS ACT OF 1941.

-THE CONTRACTOR SHALL SET UP, DOCUMENT AND MAINTAIN A QUALITY ASSURANCE

AND QUALITY CONTROL SYSTEM, IN ACCORDANCE WITH SANS 9001/ISO 9001, ABLE TO BE CHECKED TO THE

SATISFACTION OF THE LEAD CONSULTANT, THAT ALL MATERIALS AND WORKMANSHIP,

WHATEVER THEIR SOURCES, MEET THE REQUIREMENTS OF THE SPECIFICATION.

SHOULD THE CONTRACTOR OR ANY OF HIS SUB-CONTRACTORS BE CERTIFIED TO THE SANS 9000

FAMILY OF STANDARDS THEN MONITOR THESE WORKS ACCORDINGLY.

-THIS DRAWING MUST BE READ IN CONJUNCTION WITH ALL THE RELEVANT DRAWINGS, SCHEDULES AND

SPECIFICATIONS FROM NEMORANGO AND ALL OTHER CONSULTANT RELATED

TO THE PROJECT.

-ALL PORTIONS OF THE WORKS RELATED TO ANY SERVICE OR CONSULTANT'S

INFORMATION IS TO BE DONE IN ACCORDANCE WITH THE NATIONAL BUILDING REGULATIONS.

-THIS DRAWING IS NOT TO BE SCALED. FIGURED DIMENSIONS TO BE USED.

ALL DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE STATED.

-ALL DIMENSIONS AND LEVELS MUST BE CHECKED ON SITE BY THE CONTRACTOR

BEFORE PUTTING WORK IN HAND.

-ALL WORK TO BE EXECUTED BY COMPETENT PERSONS QUALIFIED FOR THE SPECIFIC TRADE.
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