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SEPTIC TANK LAYOUT PLAN
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SECTION THROUGH SEEPAGE PIT
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SEPTIC TANK EFFLUENT DISPOSAL DRAINS
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ISSUED FOR TENDER

CONCRETE NOTES:

FOUNDATIONS

1.1  EXCAVATIONS FOR FOUNDATIONS TO BE APPROVED BY
     THE ENGINEER BEFORE CONCRETE IS CAST.

1.2  ALL FOUNDATIONS TO BE BUILT ON FIRM IN-SITU
     SOIL (NOT ON FILL).

1.3 PILING LOGS TO BE USED TO RECORD DEPTH,
    DIAMETER, REINFORCING, DATE CAST, CUT OFF
    LEVEL, CONCRETE STRENGTH AND REFERENCE TO
    RELEVANT CUBES MADE FOR TESTING.

CONCRETE

2.1  CONCRETE CHARACTERISTIC 28-DAY STRENGTH:
     FOUNDATIONS.............................25 MPa
     GROUND BEAMS ..........................    25 MPa
     COLUMNS & WALLS .......................  25 MPa
     SURFACE BEDS (INTERNAL)...........25 MPa
     SURFACE BEDS (EXTERNAL)..........25 MPa
     SUSPENDED SLABS ....................... 25 MPa

2.2  NOMINAL CONCRETE AGGREGATE SIZE ....... 19mm

2.3  ALL CONCRETE TO BE PROPERLY CURED BY KEEPING
     SURFACES CONTINUOUSLY DAMP FOR AT LEAST 5
     DAYS AFTER CASTING.

2.4  ALL CONCRETE TO BE CONSTRUCTED TO THE SABS
     1200 G PERMISSABLE DEVIATION DEGREE OF
     ACCURACY CLASS Ⅱ UNLESS OTHERWISE
     SPECIFIED.

2.5  CONCRETE CUBE TESTS TO BE SUBMITTED TO
     ENGINEER FOR APPROVAL.

REINFORCEMENT

3.1  ALL REINFORCEMENT TO BE CHECKED AND APPROVED
     BY THE ENGINEER BEFORE ANY CONCRETE IS CAST.

3.2  LAP LENGTH TO REINFORCING TO BE MIN. 50 x
     SMALLER DIAMETER, UNLESS OTHERWISE NOTED.

3.3  MINIMUM COVER TO REINFORCING:
     PILE CAPS & GROUND BEAMS .............. 50mm
     COLUMNS & WALLS........................ 30mm
     STRIP & PAD FOUNDATIONS................ 50mm
     SUSPENDED SLABS ....................... 30mm
     BEAMS TO SLABS ........................ 30mm

3.4  THE CONTRACTOR MUST TAKE PARTICULAR CARE TO
     ENSURE THAT THE SPECIFIED COVER TO ALL
     REINFORCEMENT HAS BEEN ATTAINED THROUGHOUT
     BEFORE THE ENGINEER IS CALLED TO SITE.

3.5  REINFORCING YIELD STRENGTH:
     HIGH TENSILE 'Y' ................... 450 MPa
     MILD STEEL 'R' ..................... 250 MPa
     WELDED STEEL WIRE MESH ............. 485 MPa

FORMWORK

4.1  STRIPPING TIMES FOR:
     COLUMN AND WALL SHUTTERING ......... 1.5 DAYS
     SLAB PROPS .......................... 14 DAYS
     BEAM PROPS .......................... 21 DAYS

4.2  CONCRETE FINISHES:
     SURFACEBED ...................... POWER FLOAT
     SUSPENDED SLABS ................. WOOD FLOAT
     COLUMNS & WALLS ................. OFF SHUTTER
     BEAMS ........................... OFF SHUTTER
     SLAB SOFFIT ..................... OFF SHUTTER
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