NOTES:

1. TERMINALS ARE SHIPPED ATTACHED.
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Dimension C| Dimension D |
Arrester|Arrester ; ; | ; e Housin
Rating cov Catalog Number ESKIM ESKOM w_\_d/_mow._” u:ﬁmﬂos u_3mmm_os _umwwmswo_njomw__s.ﬁcwgme_._moxo@mv Strike | Mass
Ar<cﬂ3mv Ax<cn_>3mv SAP No. [Drawing Number (mm) (mm) |Clearance*| Clearancex u_mnwﬁ%nm (mm) | (k)
’ ! (mm) (mm)
9 | 7.65 | UP00900710SFBRA [20625 Iy _nc—0107 | ST | 335 | 106 | 109 185 | 514 [235] 4
15 | 12.7 | UP01501212SFBRA 0626 In_no—o108 | S1 | 375 | 106 | 148 eea | 617 [275] S
30 | 24.4 | UP03002418SFBRA 06T In_1c—0109 | SI | 452 | 106 | 242 318 | 926 [393] 6
45 | 36,0 | U204303622SF B2A rga7sea D-DC-0110 S1| 330 | 106 | 399 433 1132 (472 7
45 | 36,5 | U204503630SF B2A F*%4D-DC-0110 | SI | 686 | 106 | 359 435 | 15431630 9
¥ Phase to Ground clearances are expressed as minimum arrester centerline to ground distances.
Phase to Phase clearances are expressed as minimum orrester center to center distances.
The clearaonces shownh above are based on the minimum design clearances required for the arrester to
properly operoate according to its electirical characteristics.
Consult local codes, standards or specifications for proper clearances required at the installation location.
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